GENERAL NOTES

AND PRIOR TO RESURFACING.

DETECTOR LOOPS SHALL BE PLACED IN THE PAVEMENT AFTER MILLING

THE EXISITNG DETECTOR LOOP CONDUIT FROM PAVEMENT TO HANDHOLE WILL BE
RE-USED FOR THE REPLACED DETECTOR LOOPS. THE CONTRACTOR WILL BE
RESPONSIBLE FOR PROTECTING THE EXISITNG CONDUIT DURING CONSTRUCTION.

" SHOULD ANY DAMAGE TO THE CONDUIT OCCUR DUE TO THE CONTRACTOR'S
OPERATIONS, REPAIRS SHALL BE MAADE TO THE SATISFACTION OF THE ENGINEER
AND WILL BE DONE AT THE CONTRACOTR'S EXPENSE.
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RE-USE EXISTING DETECTOR LOOP LEAD-IN CONDUIT

REMOVE EXISTING CABLE TO HANDHOLE.
INSTALL LOOP LEAD-IN CONDUCTORS IN CONDUIT.
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NOT A PAY ITEM. THE COST OF THIS WORK SHALL BE

DRILL OUT PAVEMENT SEALANT AND CLEAN EXISTING CONDUIT.

SPLICE NEW DETECTOR LOGP LEAD~IN CONDUCTORS TO EXISTINC LEAD-IN CABLE IN HANDHOLE.
FILL HOLE WITH APPROVED SEALER. PREVENT SEALER FROM ENTERING INTO CONDUIT.

GRADE

“_HANDHOLE

INCLUDED IN THE PAY ITEM “DETECTOR LOOP REPLACEMENT”.
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